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Abstract 9 

Industrial and urban wastes have been generated overtime due to urban development with 10 

severe environmental and health implications. This paper reports the valorisation of waste and 11 

industrial by-product (magnesium oxide waste – MG1 and Ground Granulated Blastfurnace 12 

Slag – GGBS) to develop an alternative cementitious binder for suppressing swelling in high 13 

sulphate bearing soils, due to the formation of a highly expansive crystalline hydrate (ettringite) 14 

upon treatment with Portland Cement - PC or lime. Cylinder test specimens were developed 15 

using three MG1:GGBS proportions by weight (10:90, 20:80 and 30:70) to stabilise a natural 16 

Gypsum marl soil (GM) containing high levels of sulphate at varying stabiliser dosages (6, 8 17 

and 10 wt.%), with PC as the control binder. UCS, Linear Expansion and SEM investigations 18 

were employed to assess the engineering suitability of the MG1:GGBS stabilised GM cylinder 19 

test specimen. Results suggest the viability of producing an alternative cementitious binder 20 

using up to 30 wt.% MgO-waste to successfully activate GGBS at stabiliser dosages of 6 - 10 21 

wt.%. From a mechanical perspective, the MG1:GGBS stabilised GM soil was 1.5 – 3 times 22 

more than the control at 28 days moist curing age, while the resistance to linear expansion 23 

produced near zero swellings (0.13% – 0.2%) after 56 days, in comparison with the control of 24 

3.2%. SEM micrographs showed a more compact structure with lesser voids and no 25 

morphology of ettringite. This new technology is expected to mitigate the environmental 26 

concerns of using PC and promote sustainable techniques of reusing industrial by-product 27 

materials for sulphate soils stabilisation. 28 

 29 
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 32 

1. INTRODUCTION 33 

The choice of soil type on which various civil engineering structures are built is virtually 34 

impossible, whereby, requiring civil engineers to work with varied type of soils. However, with 35 

respect to civil engineering construction, some of the soil deposits in their natural form are 36 

suitable, others are suitable upon treatment (stabilisation), while some are unsuitable after 37 

treatment (problematic soil) due to their inherent composition that causes significant forms of 38 

swelling. Typical problematic soils are those containing certain levels of gypsum or calcium 39 

sulphates commonly known as sulphate-bearing soils (Kinuthia et al., 1999, Seco et al., 2011, 40 
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Seco et al., 2017, Diaz Caselles et al., 2020, Li et al., 2020). Pruška and Šedivý (2015) and 41 

Dang et al. (2016) described the swelling phenomenon in soils as a three-dimensional problem, 42 

which occurs when the fine particles of a soil material undergo a volumetric increase in size 43 

due to the absorption of water from its surrounding as a result of the incessant changes or 44 

fluctuation in moisture content caused by unstable seasonal weather conditions and flooding. 45 

This volumetric increase in size is of key importance to the civil engineering industry due to 46 

the generation of swelling and large magnitudes of swelling pressure, which leads to 47 

destruction and additional refurbishment cost to structures (building foundations, rail tracks, 48 

highway pavements, airports runways, tunnels, pipes, bridges, seaports etc) constructed in and 49 

on the soil (Jones and Jefferson, 2012, Pruška and Šedivý, 2015).  50 

 51 

Stabilisation of soils has been found to be economically and technically effective in reducing 52 

swellings in expansive soils, by chemically altering the properties of the soil, which improves 53 

the geotechnical and engineering properties of the stabilised/treated soil, using Portland cement 54 

and Lime (Calcium based stabilisers) as activators, with various industrial by-products (Ground 55 

Granulated Blast Slag - GGBS, Pulverised Fuel Ash - PFA, Silica Fume - SF, limestone dust 56 

etc.) (Kinuthia and Oti, 2012, Miqueleiz et al., 2012, Phanikumar and Singla, 2016, Cheshomi 57 

et al., 2017, Seco et al., 2017). Seco et al. (2011); Cheng and Heidari (2018) and Schanz et al. 58 

(2018), all attributed this swelling tendency to the mineralogical composition/physiochemical 59 

properties of the soil, type of clay with respect to Base Exchange Capacity (or cation exchange 60 

capacity), quantity of clay, charge of exchangeable cations in the interlayer space, soil moisture 61 

content, plasticity and dry density and the type of material used in case of soil stabilisation. A 62 

number of studies have investigated and reported the reduction of this swelling tendency 63 

through the application of calcium-based materials (Lime and PC) for stabilisation purposes 64 

(Wang et al., 2003, Oti et al., 2009a, Oti et al., 2009b, Kinuthia and Oti, 2012). However, 65 

researchers also highlighted that sulphate-bearing soils are prone to strength loss, stability and 66 

durability risks due to the generation of expansive reactions, when treated or stabilised with 67 

calcium-based stabilisers (Kinuthia et al., 1999, Kinuthia and Wild, 2001, Wang et al., 2003, 68 

Rahmat and Kinuthia, 2011b, Nidzam and Kinuthia, 2010, Diaz Caselles et al., 2020). The 69 

increased expansion was believed to be partly caused by the formation of a highly expansive 70 

crystalline, and hydrated mineral from the hydration reaction of calcium (obtained from PC or 71 

Lime), alumina, silica, sulphate in the presence of water known as ettringite 72 

[Ca6Al2(SO4)3(OH)12·26H2O] (Wild et al., 1999, Giliberto et al., 2008, Rahmat and Kinuthia, 73 

2011a, Norman et al., 2013). 74 

 75 

Apart from the negative impacts of calcium-based stabilisers (CBS) on sulphate bearing soils, 76 

the deleterious effects of their production on the environment with respect to high energy 77 

consumption (5240 MJ/ton for PC), increased emission of greenhouse gases and a large amount 78 

of carbon dioxide (CO2) footprint (0.66 – 0.9t CO2 per tonne for PC) cannot be overemphasized 79 

(Kinuthia and Wild, 2001, Juenger et al., 2011, Olivier et al., 2012, Behnood, 2018, Wang et 80 

al., 2019, Olivier and Peters, 2019). Furthermore, there is a current substantial growth in the 81 

amount of stored or landfilled wastes, which had considerably grown over the past years due 82 

to the reliance of the global economy on the development of materials (e.g. PC) with 83 

exhaustible natural resources (Górak et al., 2020). Taking the construction industry as a case 84 

study, there is a significant consumption of about 40 – 75% natural (virgin) materials, coupled 85 

with the generation of proportionate wastes during its extraction, and all through the stages of 86 

manufacture of the finished product; thus, the demand for the natural materials is growing and 87 

growing each year (John et al., 2011, El-Dieb and Kanaan, 2018, Górak et al., 2020). Therefore, 88 

current industrial organizations should endeavor to achieve sustainability through the effective 89 
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management of generated wastes (Gopinath et al., 2018). Goals nine and eleven of the United 90 

Nations sustainable development goals aimed at ‘‘building resilient infrastructure, promote 91 

inclusive and sustainable industrialization and foster innovation” and to ‘‘make cities and 92 

human settlements inclusive, safe, resilient and sustainable” (United-Nations, 2015). Based on 93 

this understanding, we are now faced with a situation where the global construction industry is 94 

rediscovering large-scale interest in materials that, for decades, held largely niche or curiosity 95 

value (e.g. magnesium oxide - MgO) leading to an ongoing search for alternatives to PC 96 

(Juenger et al., 2011, Juenger and Siddique, 2015).  97 

 98 

Recently, magnesium oxide (MgO) cementitious systems have been investigated by various 99 

researchers to mitigate the negative environmental impacts of PC, by employing it as an 100 

activator within a cementitious binder system (Jin et al., 2015, Yi et al., 2016, Wang et al., 101 

2016), and demonstrated positive potentials to performing the expected functions of an 102 

activator within cementitious binder systems. Yi et al. (2015b) compared the use of MgO and 103 

PC for developing cementitious binder systems and found a 70 - 72% less energy consumption, 104 

65 - 79% CO2 emission reduction and 6 - 13% reduction in the cost of MgO production 105 

compared to PC. Generally, the principal cementitious hydrate from the hydration reaction of 106 

CBS (e.g PC) is the Calcium Silicate Hydrate gel (C-S-H). Hence, a cementitious binder system 107 

that is based on MgO as the primary alkaline activator results in the formation of a Magnesium 108 

Silicate Hydrate gel (M-S-H) gel that is similar to the C-S-H gel (Wu et al., 2018). The 109 

formation of the nanosized phyllosilicates gel cementitious hydrate (M-S-H gel) using MgO 110 

demonstrated its potentials within a MgO-SiO2-H2O system using cement pastes (Li et al., 111 

2014, Roosz et al., 2015, Bernard et al., 2019). MgO is produced majorly from Magnesite 112 

(MgCO3), which is the magnesium end member of an isomorphous series of carbonates occurs 113 

naturally as a sedimentary rock (Jin and Al-Tabbaa, 2014). Magnesite mines remains the major 114 

source of raw material for the production of MgO, amounting to about 20 million tonnes per 115 

year (80% of which is produced in China) and other sources for MgO production are from 116 

brines and seawater (Gu et al., 2014). This claim was also corroborated by the United States 117 

geological survey, which estimated a total production of 6970 metric tonnes of magnesite in 118 

the world with China coming tops with a production of 4900 metric tonnes and Spain (the only 119 

European country with magnesite deposits) with a production of 280 metric tonnes (USGS, 120 

2020). Therefore, the large production of magnesite with the sole aim of producing MgO 121 

provides a basis for the expected production and availability of MgO wastes.    122 

 123 

MgO can be considered a more environmentally friendly stabiliser additive to PC because of 124 

its lower manufacturing impact/cost (Ruan and Unluer, 2016). Yi et al. (2014) demonstrated 125 

that after 28 days of moist curing, an appropriate proportion of MgO and GGBS enhanced the 126 

mechanical strength properties of a stabilised soil in comparison with PC. Several researchers 127 

corroborated this claim by suggesting that the enhancement of the physical and mechanical 128 

properties of a natural soil is due to the formation of the C-S-H gel and M-S-H gel (Jin et al., 129 

2015, Yi et al., 2016, Goodarzi and Movahedrad, 2017). The reactivity and economic suitability 130 

of low-grade magnesium oxides obtained as by-products in the calcined magnesite 131 

manufacturing was demonstrated by del Valle-Zermeño et al. (2015) for environmental 132 

applications in remediation and/or wastewater treatment. Seco et al. (2017) also observed that 133 

magnesium-based additive enhanced the engineering properties of sulphate soils better than 134 

calcium-based ones. In that investigation, five sulphate soils with no clear sulphate content 135 

reached unconfined compressive strength above 10 MPa after 21 days, surpassing the 136 

requirements of a subbase layer (Ardah et al., 2017). Another beneficial effect of the 137 

magnesium stabilisation was the decrease of the soils’ swell strain after prolonged exposure to 138 

https://www.sciencedirect.com/topics/earth-and-planetary-sciences/waste-water-treatment
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moisture. Li et al. (2020) demonstrated the advantage of a MgO-GGBS binder in a sulphate 139 

soil against swelling and better mechanical strength gain after test samples were soaked when 140 

compared to PC. These results suggest the potential of stabilisation of local sulphate soils with 141 

Mg based binders. Currently, experimental studies on soils stabilisation using MgO based 142 

binders are mainly focused on natural soils, with the suggestion of using about 10 - 20% 143 

stabiliser dosage (Gu et al., 2014, Yi et al., 2015a, Yi et al., 2016). In addition, recent 144 

investigations on sulphate soil stabilisation using MgO suggested a 4% stabiliser dosage for a 145 

natural sulphate-bearing soil with no clear indication of its sulphate content (Seco et al., 2017), 146 

while Li et al. (2020) also suggested a 10% stabiliser dosage for an artificially induced sulphate 147 

bearing Kaolinite clay with a 3.6wt.% bassanite (gypsum) content (2wt.% sulphate).  148 

 149 

Due to the lack/insufficient amount of knowledge on the appropriate MgO based stabiliser 150 

dosage for stabilising natural high sulphate soils, possibility of developing cementitious binder 151 

systems using MgO waste as an activator as opposed to previous studies that employed the use 152 

of commercial MgO binders and experimental simulation of a sulphate soil system, and 153 

potential application of the developed cementitious binder to reduce swelling in natural high 154 

sulphate soil using the technique of chemical stabilisation, this paper presents an evaluation of 155 

the engineering performance and microstructural properties of a stabilised natural high sulphate 156 

soil using MgO-waste activated GGBS binder. It is expected that the use of reactive MgO 157 

wastes could become an additional environmental advantage by reducing the manufacturing or 158 

reliance on commercial MgO products (which could be expensive) rather than utilising its 159 

waste streams that was obtained during the manufacturing process. In addition, there will be a 160 

reduction in the production of CBS that are deleterious to the environment with respect to high 161 

energy consumption, increased emission of greenhouse gases, large amount of CO2 footprint 162 

(Juenger et al., 2011, Olivier et al., 2012) and the potential reduction of swelling in high 163 

sulphate-bearing soils (Kinuthia and Wild, 2001, Seco et al., 2017, Behnood, 2018).  164 

 165 

2. METHODOLOGY 166 

2.1 Materials 167 

The materials used in this study were Gypsum marl clay (GM), Portland cement - PC (CEM I-168 

42.5N), Magnesium oxide waste (MG1), Ground Granulated Blast-furnace Slag (GGBS) and 169 

De-ionized water. GM was a natural soil with approximately 22 wt.% sulphate (SO3) content 170 

that was obtained from the Ebro's Valley in Navarra, Northern Spain. PC was manufactured in 171 

compliance with BS EN 197-1:2011 and supplied by Lafarge Cement UK, while GGBS as a 172 

latent hydraulic material was supplied and used in accordance with BS EN 15167-1:2006 by 173 

Civil and Marine Ltd, Llanwern, Newport, UK. MG1 is a waste product obtained as a bye-174 

product during the mining activities of magnesite (MgCO3) by Magnesitas Navarras, Navarra, 175 

Spain. Table 1 shows the corresponding chemical compositions and other relevant properties 176 

for the raw materials. The chemical compositions were obtained using a portable benchtop 177 

TXRF X-ray Fluorescence spectrometer, which is comprised of an air-cooled low power X-ray 178 

metal-ceramic tube with a molybdenum target. It runs at a max power of 50 W with a liquid 179 

nitrogen-free Silicon Drift Detector (SSD)(BS EN 15309:2007, BS ISO 18227:2014).  180 

 181 

 182 

 183 

 184 

 185 
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Table 1: Chemical composition of Kaolinite clay, CEM I and GP 186 

Oxides 

Composition (wt%) 

 CEM I MG1 GGBS 
Gypsum 

marl 

CaO  61.49 9.39 37.99 23.16 

SiO2  18.84 2.51 35.54 16.97 

Al2O3  4.77 0.52 11.46 6.70 

MgO  3.54 56.26 8.78 3.21 

Fe2O3  2.87 2.13 0.42 2.03 

Mn2O3  0.05 0.15 0.43 0.04 

SO3  3.12 6.22 1.54 22.39 

TiO2  0.26 0.01 0.70 0.21 

K2O  0.57 0.18 0.43 1.39 

Na2O  0.02 0.09 0.37 0.77 

P2O5  0.10 0.06 0.02 0.07 

V2O5  0.06 0.10 0.04 0.02 

BaO  0.05 0.01 0.09 0.02 

L.O.I.  4.30 22.30 2.00 23.00 

Physical Properties         

Colour  Grey 
Light-

Brown 
Off-white Grey 

Specific gravity  3.16 2.86 2.90 2.33 

Reactivity (m)  - 30 - - 

 187 

 188 

The X – ray diffractograms in Figure 1 showed the crystallized forms for the primary materials 189 

(CEM I, MG1, GGBS and GM) used in this study as periclase, lime, quartz, gypsum 190 

(anhydrite), dolomite and calcite. However, observation showed a glassy phase for GGBS. The 191 

particle distribution curves for the raw materials are shown in Figure 2 and indicates a rather 192 

higher proportions of fine particles for MG1 in relation to CEM I. The reactivity of MG1 was 193 

carried as described by Shand (2006) to determine the rate of acid neutralization and 194 

established as a reactive MgO.  195 
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 196 
Periclase (MgO) - M, Lime (CaO) – L, Quartz (SiO2) – S, Gypsum (Anhydrite - CaSO4) – A, 197 

Dolomite (CaMg(O6)2) – D, Calcite (CaCO3) - C 198 

Figure 1: X-ray diffractograms for the materials  199 
 200 
 201 

 202 

Figure 2: Particle size distribution curves for the raw materials 203 
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2.2 Mix design, test sample preparation and experimental testing 204 

Tables 2 shows the mix compositions that were developed and used in this study to produce 205 

cylindrical test specimens. In accordance with the findings of Adeleke et al. (2020), an 8 wt.% 206 

optimum stabilizer dosage using CEM I for a simulated high sulphate bearing soil was used as 207 

the control for the current study. The MG1:GGBS binder compositions were developed at three 208 

MG1:GGBS proportions by weight of 10 : 90, 20 : 80 and 30 : 70 to stabilise GM at varying 209 

stabiliser dosages of 6, 8 and 10 wt.%. The MG1 content within the MG1:GGBS binder 210 

compositions corresponds to 10, 20 and 30wt.%. It is imperative to note that the mix code of 211 

1M, 2M and 3M which denotes 10wt.%, 20wt.% and 30wt.% of MG1, while 7G, 8G and 9G 212 

which denotes 70wt.%, 80wt.% and 90wt.% of GGBS will be used all throughout this study. 213 

 214 

Table 2: Mix design using Gypsum marl soil 215 

Mix 

code 

Stabiliser 

dosage    

(wt.%) 

Mix 

composition 

Binders (g) 

Target 

Material 

(g) 

Water             

(g) 

Total 

weight             

(g) 

M G CEM I GM      

BG1a 8 8CEM I - GM - - 26.2 374.4 51.9 452.5 

BG6-1 

6 

1M:9G - GM 2.3 20.4 - 377.9 47.6 448.2 

BG6-2 2M:8G - GM 4.5 18.1 - 377.9 47.6 448.2 

BG6-3 3M:7G - GM 6.8 15.9 - 377.9 47.6 448.2 

BG8-1 

8 

1M:9G - GM 3.0 26.7 - 370.9 47.6 448.2 

BG8-2 2M:8G - GM 5.9 23.7 - 370.9 47.6 448.2 

BG8-3 3M:7G - GM 8.9 20.8 - 370.9 47.6 448.2 

BG10-1 

10 

1M:9G - GM 3.6 32.8 - 364.2 47.6 448.2 

BG10-2 2M:8G - GM 7.3 29.1 - 364.2 47.6 448.2 

BG10-3 3M:7G - GM 10.9 25.5 - 364.2 47.6 448.2 

M – MG1; CEM I - Portland cement; G - Ground Granulated Blastfurnace slag; GM - Gypsum marl soil 

 216 

Dry materials capable of producing three compacted cylindrical test specimens from each 217 

binder composition, each of dimensions 50 mm in diameter and 100 mm in length, were 218 

thoroughly mixed in a mechanical mixer for 2 minutes before slowly introducing the 219 

predetermined amount of water. Intermittent hand mixing with a palette knife was 220 

accomplished for another 2 minutes to achieve a homogeneous mix, and to ensure that the full 221 

potential of stabilisation was achieved. Each compacted cylindrical test specimen was made by 222 

placing the wet material of each sample in a steel mould fitted with a collar (Figure 3), so as to 223 

accommodate all the materials. This material was then subjected to a static compression using 224 

a hydraulic jack to achieve the desired maximum dry density (MDD) in a loading frame, while 225 

the volume was kept constant. Afterwards, the cylindrical test specimen was wiped of any 226 
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clinging soil particles or oil stains, weighed, labelled, and wrapped with a cling film to ensure 227 

minimal loss of moisture. Thereafter, the specimens were placed in a sealed plastic box, stored 228 

for moist curing at a temperature of 20 ± 20C for a duration of 7, 28 and 56 days prior to testing. 229 

The plastic container helped in the regulation of the humidity at which they are cured, and 230 

prevent any deleterious carbonation effect which is common to stabilised soil systems. 231 

The mechanical performance of the cylindrical test specimen was investigated using the 232 

Unconfined Compression Strength (UCS) test in compliance with BS 1924 - 2:2018, using an 233 

Instron 8502 mechanical testing machine, which is capable of loading over 10kN (Figure 4). 234 

Three test samples per mix composition were tested for compressive strength at the end of the 235 

moist curing period of 7, 28 and 56 days until failure occurs at a compression strain rate of 1 236 

mm/minute. The maximum load at the point of failure for each cylindrical test specimen was 237 

recorded and the mean of three strength values are used as the representative UCS value for 238 

the mix composition. The swelling/shrinkage performance (%) of the cylindrical test specimen 239 

was achieved by utilising a Linear expansion test. This was carried out in accordance with BS 240 

EN 13286-49:2004 by measuring the amount of expansion using a Perspex cell, which was 241 

equipped with a digital dial gauge (Figure 5). The linear expansion measurements were 242 

monitored and recorded during the moist curing and partial soaking period in water for every 243 

24 hours, until no further significant swelling was detected. 244 

 245 

 246 

 247 

 248 

 249 

 250 

 251 

 252 

 253 

 254 

 255 

Figure 3: Steel mould with the extruded cylindrical test specimen 256 
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       257 

Figure 4: An Instron 8502 mechanical testing machine 258 

 259 

 260 

 261 

 262 

 263 

 264 

 265 

 266 

Figure 5: Schematic diagram of a Perspex cell test set-up 267 

 268 

A microstructural investigation was employed to analyse the morphology of each hydrated 269 

dried specimen using a MIRA3 TESCAN Scanning Electron Microscope (SEM), which was 270 

fitted with a Solid-state Backscattered (electron) Detector (SBD). Initial sample preparation 271 

was carried out by placing the cylindrical test specimen in a desiccator cabinet, and at a low 272 

temperature of 400C containing silica gel for accelerated drying of the specimen. Thereafter, a 273 

diamond wheel tile cutter was used to produce small slices (5mm thickness) of the dried 274 

cylindrical specimen. Each slice from the sample was initially polished, gold coated and 275 

infused on a stub made up of carbon tapings to make the specimen electrically conductive. 276 

Afterwards, the stub was mounted on the sample stand in the SEM chamber before the 277 

commencement of the SEM analysis. 278 
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 279 

3. RESULTS 280 

3.1  Unconfined Compressive Strength (UCS) test  281 

Figure 6 presents the Unconfined Compressive Strength (UCS) results of GM cylinder test 282 

specimens (10wt.% MG1:90wt.% GGBS – 1M:9G; 20wt.% MG1:80wt.% GGBS – 2M:8G; 283 

30wt.% MG1:70wt.% GGBS – 3M:7G proportions), which were stabilised with 6, 8 and 10 284 

wt.% of MG1:GGBS binder compositions at both 7, 28 and 56 days moist curing periods. A 285 

steady increase in strength development was observed for all the GM cylinder test specimens 286 

in all cases of stabiliser dosages (6, 8 and 10 wt.%) at every moist curing age of 7, 28 and 56 287 

days. However, an average rate of strength development was more pronounced at the 28 days 288 

moist curing age in comparison with 7 and 56 days for all the binder compositions at varying 289 

stabiliser dosages (6 – 10wt.%).  290 

At 7 days moist curing age, a gradual trend of strength increase was experienced by all the GM 291 

cylinder test specimens with increasing MG1 content within the varying MG1:GGBS binder 292 

compositions (1M:9G; 2M:8G and 3M:7G) for all stabiliser dosages (6 – 10 wt.%). This trend 293 

was not the case for other moist curing ages as there was a staggered strength development for 294 

the binder compositions at 28 days, with blend composition 2M:8G attaining the highest UCS 295 

strength across the stabiliser dosages. However, a reduction or slow increase in UCS was 296 

observed at 56 days moist curing for every increase in MG1 content within the MG1:GGBS 297 

binder compositions at all stabiliser dosages (6 – 10 wt.%). The lowest magnitude of UCS 298 

value was produced by the control mix cylinder test specimen composed of 8wt.% CEM I at 299 

28 days moist curing age at all cases of stabiliser dosage (6, 8 and 10 wt.%), while the largest 300 

strength magnitude was experienced by cylinder specimens stabilised with 20wt.% 301 

MG1:80wt.% GGBS   composition. At later moist curing age (56 days), this trend changed in 302 

favour of the cylinder test specimens stabilised with 10wt.% MG1:90wt.% GGBS composition 303 

to achieve the maximum UCS value of 6769, 9320 and 14626 kN/m2 at 6, 8 and 10wt.% 304 

stabiliser dosages, respectively. An average strength increase was observed within the range of 305 

11 – 48%, 20 – 45% and 12 – 47% at every increase in stabiliser dosage (6, 8 and 10wt.%) for 306 

all the GM cylinder test specimens stabilised with 1M:9G, 2M:8G and 3M:7G binder 307 

compositions respectively.  308 

 309 
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 310 

Figure 6: Combined UCS test results at 7, 28 and 56 days curing age for GM cylinder test specimens 311 

stabilised with varying stabiliser dosages (6, 8 & 10 wt.%) of MgO-waste activated GGBS binder 312 

compositions 313 

 314 

Generally, all the cylinder specimens that were produced using the MG1:GGBS binder 315 

compositions (1M:9G; 2M:8G and 3M:7G) produced superior strength performances at all the 316 

investigated stabiliser dosages in comparison with the control cylinder specimen, at the 317 

standardised curing age of 28 days.  318 

 319 

3.2  Linear expansion test 320 

The typical linear expansion plots for GM cylinder test specimens, that were stabilised with 6, 321 

8 and 10 wt.% of MG1:GGBS binder contents during a moist curing and subsequent partial 322 

soaking conditions is shown in Figure 7 – 9.  323 

A marginal increase in linear expansion can be seen for the GM cylinder test specimens 324 
produced for the three MG1:GGBS binder contents (6, 8 and 10 wt.%) after 7 days of moist 325 

curing. A maximum linear expansion of 9% was experienced by cylinder specimens stabilised 326 

with 6 wt.% of 10wt.% MG1:90wt.% GGBS blend composition, while the control cylinder 327 

specimen with 8 wt.% CEM I experienced a maximum expansion of 3.2% at both 8 and 10 328 

wt.% binder dosage. It was also observed that there was a reduction in linear expansion for 329 

every increase in the MG1 waste content within the MG1:GGBS blend compositions. This 330 

observation suggests why the lowest linear expansion of 0.13, 0.04 and 0.20% were detected 331 

for the GM cylinder test specimens containing 30wt.% MG1:70wt.% GGBS blend composition 332 

at 6, 8 and 10 wt.% binder dosage after 49 days of partial soaking in deionised water. 333 
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Furthermore, a reduction in the linear expansion was evident in the GM cylinder test specimens 334 

containing 10wt.% MG1:90wt.% GGBS and 20wt.% MG1:80wt.% GGBS blend composition 335 

with every increase in the amount of binder dosage. However, this was not the case for cylinder 336 

test specimens with 30wt.% MG1:70%wt.GGBS blend composition, as they already exhibited 337 

stability in linear expansion using a range of 6 – 8wt.% stabiliser dosage. A trend of potential 338 

propagation of further linear expansion at increased stabiliser content for cylinder specimen 339 

with increased level of MG1 content is evident in Figure 9. This suggests that stabiliser dosages 340 

above 10 wt.% could result in the propagation of further linear expansion. Observation also 341 

showed that the GM cylinder test specimens that were produced using the control blend mix (8 342 

wt.% CEM I) and 10wt.% MG1:90wt.% GGBS blend at 6 wt.% binder content, exceeded both 343 

expansion benchmarks as established in the American standard of measurement (ASTM) – 344 

1.5% (ASTM D4829 - 11) and the legal limit of 3% in Spain as reported by Seco et al. 345 

(2011).for stabilised soil systems. Furthermore, the GM cylinder test specimen with 10wt.% 346 

MG1:90wt.% GGBS blend slightly went over the ASTM limit (1.5%) at an increased binder 347 

dosage of 8 wt.%, after 17 days of been partially soaked in deionised water. 348 

 349 

 350 

 351 
Figure 7: Typical plots of linear expansion against observatory period for GM cylinder test 352 

specimens containing varying levels of MG1:GGBS content and stabilised with 6 wt.% binder dosage 353 
at both moist and partially soaked curing conditions 354 
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 358 
Figure 8: Typical plots of linear expansion against observatory period for GM cylinder test 359 

specimens containing varying levels of MG1:GGBS content and stabilised with 8 wt.% binder dosage 360 

at both moist and partially soaked curing conditions 361 

 362 
Figure 9: Typical plots of linear expansion against observatory period for GM cylinder test 363 

specimens containing varying levels of MG1:GGBS content and stabilised with 10 wt.% binder 364 

dosage at both moist and partially soaked curing conditions 365 
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3.3  Microstructural investigation 367 

Figures 10 and 11 present the SEM micrographs from the fragments obtained from stabilised 368 

samples of GM cylinder test specimen using 8wt.% CEM I (Control) and 6 wt.% binder dosage 369 

of 30wt.% MG1:70wt.% GGBS composition (3M:7G), at 28days for different curing 370 

conditions (moist curing and partial soaked). 371 

It was observed that the morphology of the stabilised GM using 8wt.% CEM I (Control) in 372 

Figure 10(a) is very different to that of the MG1-activated GGBS binders in Figure 10(b), 373 

which confirms the formation of a different type of microstructure after 28 days of moist curing 374 

condition. This trend was also similar to the SEM images that were obtained in Figure 11 for 375 

both stabilised Gypsum marl soil using CEM I and MG1-activated GGBS binders after 28 days 376 

of partial soaking in deionised water.  377 

It was also seen from the SEM micrographs in Figure 10 that the Control GM stabilised sample 378 

under moist curing condition produced a hydration compound which consists of small globular-379 

like particles clumped together with no definite shape known as C-S-H gel. Additionally, flat 380 

sheets of gypsum (sulphate) and ettringite crystal precipitates were also visually identified as 381 

some of the hydration compounds (Li et al., 2020, Diaz Caselles et al., 2020). However, a visual 382 

inspection of the GM samples that were stabilised with 6wt.% MG1-activated GGBS binder 383 

showed a relatively flocculated structure of the soil particles. The SEM micrographs in Figure 384 

11(a) shows the formation of large quantities of ettringite structures, hydration compound (C-385 

S-H gel) and gypsum in the GM soil that was stabilised with CEM I after partial soaking 386 

conditions for 28 days. However, Figure 11(b) still showed a more compact structure with 387 

almost little voids even after partial soaking for 28 days.  388 

 389 

 390 

 391 

(a) 

 

C-S-H 

gel 
Gypsum 

Ettringite 
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 392 

Figure 10: SEM micrographs of stabilised Gypsum marl soil after 28 days moist curing condition 393 
using (a) 8 wt.% CEM I binder dosage at 2µm resolution, and (b) 6 wt.% binder dosage of 3M:7G 394 

composition at 20µm resolution.   395 

 396 

 397 

C-S-H gel 

Ettringite Gypsum 

(a) 

(b) 
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 398 

Figure 11: SEM micrographs of stabilised Gypsum marl soil after 28 days partially soaking 399 
condition using (a) 8 wt.% CEM I binder dosage at 2µm resolution, and (b) 6 wt.% binder dosage 400 

of 3M:7G composition at 2µm resolution.   401 

 402 

 403 

4. DISCUSSIONS 404 

4.1  Mechanical performance of stabilised GM soil with MgO-waste binders 405 

An effective stabilisation effort on soils requires that a certain UCS value is achieved at either 406 

7 or 28 days of moist curing age, as it will be a direct indicator of the efficacy of the MgO-407 

waste’s potential at activating GGBS. The display of strength gain by all the stabilised GM 408 

cylinder test specimens in all cases of stabiliser dosage (6, 8 and 10 wt.%) could be attributed 409 

to the hydration reaction caused by the successful activation of GGBS by MG1 (MgO waste 410 

material) over the curing period. Goodarzi and Movahedrad (2017) corroborated this claim and 411 

suggested that the gain in strength could as well be the formation of more cementing 412 

hydrate/phases which fills up the colloidal spaces, and subsequently lead to interlocking of the 413 

clay particles. The main cementing hydrate/phases that are formed during a pozzolanic reaction 414 

(hydration) within the stabilised cylinder specimen using the MG1:GGBS blend composition 415 

are Magnesium Silicate Hydrate (M-S-H gel) or Hydrotalcite – Ht (Zhang et al., 2014, Yi et 416 

al., 2015b, Abdalqader et al., 2015, Li et al., 2020). The activation process of GGBS by MG1 417 

begins with an initial destruction of the bonds within the GGBS composition e.g., Mg – O, Ca 418 

– O, Si – O – Si, Al – O -Si and Al – O – Al, which is subsequently followed by the development 419 

of a Si – Al inter-surface layer over the grains of the GGBS material. Thereafter, Mg2+ either 420 

reacts with Si–O or Al–O to produce a cementing hydrate mainly as C-S-H gel and M-S-H gel 421 

or Hydrotalcite/Magnesium Aluminate Hydrate – M-A-H (Darko and Branislav, 2002, Jin et 422 

al., 2015). Therefore, an overall hydration reaction for the MG1:GGBS binder composition can 423 

be summarized in Equation 1. 424 

(b) 

Flocculated soil particles 
Cementitious 

hydrate 
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 425 

MgO + (CaO − MgO − Al2O3 − SiO2) GGBS + H2O → 𝐂 − 𝐒 − 𝐇 + 𝐌 − 𝐒 − 𝐇 + 𝐌 − 𝐀 −426 

𝐇(𝐇𝐭) + 𝐂 − 𝐀 − 𝐒 − 𝐇……………………Equation 1 427 

 428 

The formation of C-S-H and C-A-S-H within the stabilised system using MG1:GGBS binder 429 

composition is as a result of the available Ca content within the elemental composition of each 430 

material (MG1 and GGBS). However, this is not of major concern as the hydration products 431 

are of very minute quantity with no substantial negative impact on the UCS of the stabilised 432 

system during the moist curing period. It is also important to note that the presence of brucite 433 

(Mg(OH)2) within the first stage of hydration could be deleterious to the overall stabilised 434 

matrix, if there are not enough hydration conditions (adequate alkalinity level, water content 435 

and temperature) for complete dissolution of brucite to form the cementitious M-S-H gel (Jin 436 

and Al-Tabbaa, 2013, Gomes and de Oliveira, 2018). Another obvious justification for the 437 

increase in UCS performances at 28 days curing age, could be due to the increase in curing age 438 

for each mix compositions that allows for the production of more cementing gel (M-S-H) as a 439 

result of the pozzolanic reaction.  440 

 441 

The initial slow development of UCS strength that was observed for the MG1:GGBS binder 442 

with 10 wt.% MG1 in the stabilised GM cylinder specimens in comparison with the control at 443 

7 days, could be ascribed to the higher reactivity of Ca during the initial stage of hydration, 444 

which produces faster cementing gels (only C-S-H) necessary for strength gain. However, this 445 

was not the case at 28 days as the pozzolanic reaction set in to form different types of cementing 446 

hydrates (some amount of C-S-H but more of M-S-H gels) necessary for further strength gain. 447 

This finding agrees with that of Wang et al. (2016) and Goodarzi and Movahedrad (2017), who 448 

also suggested that the M-S-H gel or Ht  compounds are very large compared with C-S-H and 449 

can increase the level of long-range structural efficiency of the hydration elements, which 450 

provides the necessary binding capacity that will lead to greater strength in the stabilised soil. 451 

It is worthy to note that the presence of sulphate within the GM soil system did not pose any 452 

reduction to UCS of the stabilised cylinder specimens. This observation could be credited to 453 

the reduced presence of available Ca within the stabilised system that would have reacted with 454 

the available sulphate to form the needle-like ettringite crystals that could have been 455 

detrimental to the overall stabilised system. Hence, the sulphate content was coated with the 456 

cementing gel that was produced, remained dormant within the stabilised system, and could 457 
have contributed to the overall compressive strength of the stabilised cylinder specimen due to 458 

its crystalline nature. The UCS performance also showed that high MG1 contents within the 459 

range of 20 to 30wt.% of the MG1:GGBS composition can accelerate the strength development 460 

of GGBS stabilised sulphate soils at 7 and 28 days moist curing age. However, some reduction 461 

and slow increase in strength gain was observed at 56 days curing. This showed that high 462 

amounts of MG1 content can act as a negative impact on the UCS performance at later stages. 463 

Yi et al. (2016) also attributed this reduction in UCS performance to the type of MgO (reactive) 464 

that was used within the MG1:GGBS composition. Therefore, lower amounts of reactive MG1 465 

contents (10 wt.%) with large GGBS content (90 wt.%) is suggested for a continuous 466 

pozzolanic activity, as it will result in further strength development within the investigated 467 

sulphate stabilised system. In addition, the application of an acceptable UCS threshold of 345 468 

kN/m2 for stabilised products using waste materials was established, as all the investigated mix 469 

combinations are in compliance with the ASTM (American Society for Testing and Materials) 470 
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and Environmental Protection Agency manual (EPA) strength threshold at 7 days moist curing 471 

age (Goodarzi and Movahedrad, 2017). 472 

 473 

4.2  Linear expansion of stabilised GM soil with MgO-waste binders 474 

The swelling phenomenon in soils is of key interest as it dictates the overall suitability and 475 

stability of the soil after stabilisation in preparation for its application for various civil 476 

engineering works (subgrades, light building foundations etc). However, the extent of the 477 

swelling occurrence is reliant on certain factors such as the particle size distribution, type and 478 

amount of mineral present within the soil/clay and any variance in moisture content (Oti et al., 479 

2009a, Oti et al., 2009b). Hafez et al. (2008) and Tran et al. (2014) also reported the deleterious 480 

impact of the swelling phenomena as the settlement attributes of the soils when subjected to 481 

alternating variations in moisture. Therefore, the variance in the results from the linear 482 

expansion tests in the current research, can be used to hypothesize the expected 483 

swelling/shrinkage tendencies of GM soil using both calcium based (CEM I) and MgO-waste 484 

activated GGBS binders. Hence, a maximum expansion limit of 1.5% as stipulated in the 485 

American standard of measurement (ASTM) and a Spanish limit of 3% for stabilised soil 486 

systems will be employed as a benchmark in the current investigation (ASTM D4829 - 11, 487 

Seco et al., 2011, Diaz Caselles et al., 2020).  The magnitude of linear expansion for the control 488 

cylinder specimens will also be employed as the secondary benchmark. 489 

The stabilised GM soil containing CEM I (Control) demonstrated an astronomical increase in 490 

linear expansion as soon as water was introduced into the cylindrical set up after 7-days of 491 

most curing. One significant factor that could have caused the linear expansion could be due 492 

to the presence of ettringite crystals which absorbs water upon contact with water (Adeleke et 493 

al., 2020, Li et al., 2020). Furthermore, the significant linear expansion exhibited by cylinder 494 

specimens that were stabilised with 6 wt.% of 10wt.% MG1:90wt.% GGBS blend composition 495 

could be due to the presence of ettringite formation amongst other hydration compounds in the 496 

presence of sulphate. This is possible due to the corresponding high amounts of available Ca 497 

from increased GGBS content within the blend composition. The reduction in linear expansion 498 

that was observed for every increase in the MG1 content within the MG1:GGBS blend 499 

compositions at successive stabiliser dosages (6, 8 and 10 wt.%) can be attributed to the 500 

increase in the activator content (in this case MgO waste) necessary for improved hydration 501 

reaction with the production of more cementitious hydrate compounds. This cementing gel was 502 

able to effectively bind and fill up the colloidal spaces within the GM soil particles. In addition, 503 

the cementing gel (M-S-H) that was produced coated the available sulphate (gypsum crystals) 504 

within the GM soil. This occurrence prevented the gypsum from any further reaction with the 505 

available Ca within the hydrating system, that could cause any deleterious impact on the 506 

stabilised Gypsum marl soil in the long term. Research works by Jin et al. (2015) and Wang et 507 

al. (2016) are in agreement with the earlier hypothesis and suggested that the increased amount 508 

of activator (reactive MgO) effectively increases the pH level within a stabilised system, which 509 

is essential to activate GGBS for a more active and improved pozzolanic reaction. 510 

The significant linear expansion of 9, 1.6 and 1.3% that was observed for Gypsum marl clay 511 

cylinder specimens containing 10 wt.% MG1:90 wt.% GGBS (see Figures 6 – 8) seem to 512 

reduce with each increasing stabiliser dosage of 6, 8 and 10 wt.%. This could be attributed to 513 

the decrease in the activation of the GGBS by the reduced quantity of MG1 within the stabilised 514 

system. However, as the stabiliser dosage increased (as seen for blend compositions with 20 515 

wt.% and 30wt.% MG1 wastes), there was an increased activity in the hydration reaction to 516 
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produce more cementing compound (M-S-H gel).  Generally, the GM cylinder test specimen 517 

with 20 wt.% MG1:80 wt.% GGBS blend composition and 30 wt.% MG1:70 wt.% GGBS   518 

blend composition with stabiliser dosages of 6 – 10 wt.% all achieved linear expansion limits 519 

within the range of 0.04 – 1.17%, which are well below the established benchmark of 1.5% 520 

(ASTM limit), 3% (Spanish limit) and the control cylinder specimen with calcium-based binder 521 

(8 wt.% CEM I). This exceptional performance in linear expansion has demonstrated the 522 

viability of using MgO-waste activated GGBS binders to stabilise natural soils with high 523 

sulphate content. 524 

 525 

4.3  Microstructural investigation of stabilised GM soil with MgO-waste binders 526 

Microstructural investigation is key to unravelling the mechanism behind the behaviour of 527 

stabilised materials by providing visual images of the morphology, and structure of the 528 

components of the stabilised cylinder specimen and any cementitious hydrate compound that 529 

might have been formed during the hydration reaction (Goldstein et al., 2017). Generally, the 530 

flocculated structure observed in the SEM micrographs for the investigated GM test cylinders 531 

using both calcium based (Control) and MG1-waste activated GGBS binders after 28 days of 532 

moist curing can be attributed to the ion-exchange process, resulting in the replacement of 533 

multivalent ions (Ca and Mg) from the activators (CEM I and MG1) with the monovalent 534 

cations in the surface of the clay particles (Du et al. (2013) and Goodarzi and Salimi (2015)).  535 

The microstructure of both CEM I and MG1:GGBS stabilised GM soil consists of an 536 

agglomeration of phases, with a typical morphology of sulphate-bearing minerals such as 537 

ettringite and gypsum. Small globular particles clumped together with no definite shape 538 

thought to be C-S-H gel and flat sheets of gypsum and ettringite crystal precipitates were 539 

visually identified as some of the hydration compounds in the Control cylinder test specimen 540 

(Li et al., 2020). Several researchers (Rahmat and Kinuthia, 2011b, Adeleke et al., 2020, Li et 541 

al., 2020) have reported that when soils containing some levels of sulphate content react with 542 

calcium-based binders (such as PC and lime), which produces Calcium Aluminate Sulphate 543 

Hydrate (C-A-S-H) minerals. An example of such mineral is the formation of a needle-like 544 

structure known as ettringite, which has a large expansive potential due to its ability to absorb 545 

large volumes of water but can remain dormant with no contact with water. Upon partial 546 

soaking for 28 days, the ettringite structure caused very high swelling pressure during its 547 

formation resulting in a disruptive increase in volume. Furthermore, the ettringite occupied a 548 

greater volume than the original constituent reactants (C-S-H gel), which can also have a 549 

negative impact on the compressive strength property and binding capacity of the cementing 550 

gel (Yi et al., 2015a).  However, GM soil that was stabilised with the MG1:GGBS binder 551 

indicated no trace of the needle-like ettringite crystal and showed a rather compact structure 552 

(flocculated soil articles) composed of the cementitious hydrate (M-S-H gel). This explains the 553 

low linear expansion that was observed in Figure 6 - 8 for the GM soil stabilised with 554 

MG1:GGBS binders. In addition, the M-S-H gel that was formed during the hydration reaction 555 

of MG1-activated-GGBS binder formed a coating around the sheets of gypsum, hereby 556 

hindering the expected reaction of any available Ca to react with the gypsum and form ettringite 557 

crystals. 558 

The presence of voids were more prominently noticed in the micrographs for CEM I stabilised 559 

GM soil which indicates a rather weak bonding between the soil particles (Yi et al., 2015a, 560 

Gomes and de Oliveira, 2018). However, the presence of voids were almost absent in the case 561 

of the MG1:GGBS stabilised GM soil as the soil structure was well integrated with the soil 562 

grains and well surrounded by the cementitious hydrate (M-S-H gel).This explains the 563 
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improved compressive strength of MG1:GGBS stabilised cylinder specimen compared to the 564 

CEM I stabilised GM cylinder test specimen (Goodarzi and Movahedrad, 2017). Generally, 565 

ettringite was not definite during moist curing, but clearly evident after soaking of the GM 566 

cylinders that were stabilised with CEM I. 567 

 568 

CONCLUSION 569 

The outcomes from the current study suggest the viability of producing an alternative 570 

cementitious binder (MG1:GGBS) by using up to 30 wt.% MgO-waste (MG1) to successfully 571 

activate GGBS for stabilising natural soils containing high sulphate content. The following 572 

conclusions can be drawn as follows: 573 

1. The compressive strength of the MG1:GGBS stabilised GM soil was significantly 574 

improved above the acceptable limits as set by the ASTM (American Society for 575 

Testing and Materials), Environmental Protection Agency manual (EPA) for the use of 576 

industrial waste materials using stabiliser dosages within the range of 6 - 10 wt.%. In 577 

all mix compositions, the compressive strength resistance was more pronounced using 578 

the 10wt.% than for the 6wt.% stabiliser dosage. The UCS of MG1:GGBS stabilised 579 

GM soils were 1.5 – 3 times more than the control at the standardised 28 days moist 580 

curing age. 581 

 582 

2. The MG1:GGBS binder demonstrated resistance to linear expansion as low as 0.13% – 583 

0.2% using 30wt.% MG1:70wt.% GGBS mix proportion at all stabiliser dosages (6 - 584 

10 wt.%) after 56 days of observation compared with the control blend mix of 3.2%, 585 

which is more than the benchmarks as set by the American standard of measurement 586 

(ASTM) – 1.5% and Spanish limits – 3% for stabilised soil systems. In addition, the 587 

linear expansion reduces with an increase in the stabiliser dosage (6 – 10wt.%) for all 588 

mix proportions. However, stabilizer dosage below 6wt.% is not advisable for 589 

stabilising high sulphate soils due to the potential for more expansion that is suspected 590 

to be caused by ettringite formation. 591 

 592 

3. The SEM micrographs for the MG1:GGBS binder stabilised GM soil showed a more 593 

compact and dense microstructure compared with the control at 28 day moist cured and 594 

soaking conditions. The enhanced microstructure justifies the significant compressive 595 

strength increase for the MG1:GGBS stabilised soils. The presence of holes were clearly 596 

evident in the SEM micrographs for the control with a morphology of small globular 597 

particles clumped together with no definite shape known as C-S-H gel, flat sheets of 598 

gypsum and needle-like ettringite prisms after 28 days moist curing. In addition, the 599 

flocculated structure produced larger holes when subjected to the partially soaking 600 

conditions, which could be due to the increased production of the needle-like ettringite 601 

prism upon contact with water and recrystallisation of the gypsum crystals which exerts 602 

pressure on the developing cementitious hydrate and causes the stabilised product to 603 

disintegrate. 604 

4. The limitations to this study that could impact on the authenticity of the experimental 605 

results are the use of a single soil type with a specific sulphate content (22 wt.%) for 606 

the experimentations and the level of technical expertise during the sample preparation.  607 

 608 
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